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monitor and carry out necessary main-
tenance of antenna structures. An-
tenna structure owners (or licensees
and permittees, in the event of default
by an antenna structure owner) that
make such contractual arrangements
continue to be responsible for the
maintenance of antenna structures in
regard to air navigation safety.

[61 FR 4365, Feb. 6, 1996]

§22.371 Disturbance of AM broadcast
station antenna patterns.

Public Mobile Service licensees that
construct or modify towers in the im-
mediate vicinity of AM broadcast sta-
tions are responsible for measures nec-
essary to correct disturbance of the
AM station antenna pattern which
causes operation outside of the radi-
ation parameters specified by the FCC
for the AM station, if the disturbance
occurred as a result of such construc-
tion or modification.

(a) Non-directional AM stations. If
tower construction or modification is
planned within 1 kKilometer (0.6 mile) of
a non-directional AM broadcast station
tower, the Public Mobile Service li-
censee must notify the licensee of the
AM broadcast station in advance of the
planned construction or modification.
Measurements must be made to deter-
mine whether the construction or
modification affected the AM station
antenna pattern. The Public Mobile
Service licensee is responsible for the
installation and continued mainte-
nance of any detuning apparatus nec-
essary to restore proper non-direc-
tional performance of the AM station
tower.

(b) Directional AM stations. If tower
construction or modification is
planned within 3 kilometers (1.9 miles)
of a directional AM broadcast station
array, the Public Mobile Service li-
censee must notify the licensee of the
AM broadcast station in advance of the
planned construction or modification.
Measurements must be made to deter-
mine whether the construction or
modification affected the AM station
antenna pattern. The Public Mobile
Service licensee is responsible for the
installation and continued mainte-
nance of any detuning apparatus nec-
essary to restore proper performance of
the AM station array.
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§22.377 Certification of transmitters.

Transmitters used in the Public Mo-
bile Services, including those used with
signal boosters, in-building radiation
systems and cellular repeaters, must be
certificated for use in the radio serv-
ices regulated under this part. Trans-
mitters must be certificated when the
station is ready for service, not nec-
essarily at the time of filing an appli-
cation. The FCC may list as certifi-
cated only transmitters that are capa-
ble of meeting all technical require-
ments of the rules governing the serv-
ice in which they will operate. The pro-
cedure for obtaining certification is set
forth in part 2 of this chapter.

[78 FR 25174, Apr. 29, 2013]

§22.383 In-building radiation systems.

Licensees may install and operate in-
building radiation systems without ap-
plying for authorization or notifying
the FCC, provided that the locations of
the in-building radiation systems are
within the protected service area of the
licensee’s authorized transmitter(s) on
the same channel or channel block.

Subpart D [Reserved]

Subpart E—Paging and
Radiotelephone Service

§22.501 Scope.

The rules in this subpart govern the
licensing and operation of public mo-
bile paging and radiotelephone sta-
tions. The licensing and operation of
these stations are also subject to rules
elsewhere in this part that apply gen-
erally to the Public Mobile Services.
However, in case of conflict, the rules
in this subpart govern.

§22.503 Paging geographic area au-
thorizations.

The FCC considers applications for
and issues paging geographic area au-
thorizations in the Paging and Radio-
telephone Service in accordance with
the rules in this section. Each paging
geographic area authorization contains
conditions requiring compliance with
paragraphs (h) and (i) of this section.

(a) Channels. The FCC may issue a
paging geographic area authorization
for any channel listed in §22.531 of this
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